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provide an effective and relatively easy to implement ADRC solution
to the prevailing industrial process control applications.
The paper is organized as follows. In Section 2, the regular
ADRC design is ﬁrst introduced followed by the proposed mod-
iﬁcation to it. In Section 3, simulation and experimental results are
provided to demonstrate the effectiveness of the proposed design.
Section 4 provides the stability analysis for the closed-loop system
applying the proposed design and Section 5 concludes the paper.
2. Active disturbance rejection control
2.1. The regular design
A simple motion control problem is used to illustrate the
regular ADRC design. Consider the following system dynamics.
m€y¼ Fþgðy; _y; tÞþwðtÞ ð1Þ
where m is the mass, y is the position, F is the control force, w
is the disturbance force, t is the time and gðy; _y; tÞ is a nonlinear
time-varying function of the position and velocity, which may
correspond to nonlinear spring and friction forces. In the context
of active disturbance rejection, the original system (1) is reformu-
lated as
€y¼ buþ f ðy; _y;w; tÞ ð2Þ
where b¼ 1=m, u¼ F and f ðy; _y;w; tÞ ¼ ðgðy; _y; tÞþwðtÞÞ=m is called
the total disturbance [15] which includes not only the external
disturbances but also the unknown internal dynamics. Then the
state vector of the system is deﬁned as x¼ ½ x1 x2 x3 T ¼
½ y _y f T , which has three components. Note that for a second
order system the state vector is normally deﬁned as x¼ ½ y _y T
with two components. Here x3 ¼ f , which is called the extended
state representing the total disturbance, is augmented to the
regular design.
The state space representation of Eq. (2) is
_x¼ AxþbBuþE_f
y¼ Cx ð3Þ
where
A¼
0 1 0
0 0 1
0 0 0
2
64
3
75; B¼
0
1
0
2
64
3
75; E¼
0
0
1
2
64
3
75; and C¼ 1 0 0 :
An ESO is designed for system (3) accordingly as
_^x¼ Ax^þ b^BuþLðx1 x^1Þ ð4Þ
where x^¼ ½ x^1 x^2 x^3 T is the observer state vector which pro-
vides an estimation of the system state vector x, b^ is an estimation
of b, and L¼ ½ l1 l2 l3 T is the observer gain vector. The
controller is designed as
u¼Kðr x^Þ=b^ ð5Þ
where r¼ ½ r _r €r T , r is the reference signal, and K¼ ½ k1 k2 1 
is the controller gain vector. In practice, _r and €r are set to zero if
they are either not available or unbounded.
According to the parameterization technique proposed in [27],
the individual observer gains liði¼ 1;2;3Þ are selected such that all
eigenvalues of ALC are placed at ωo, and they are found to be
l1 ¼ 3ωo, l2 ¼ 3ω2o and l3 ¼ ω3o in this case. Similarly, the individual
controller gains kiði¼ 1;2Þ are selected such that all eigenvalues of
matrix ~A22 are placed at ωc , where ~A22 is deﬁned as
~A22 0
0 0
" #
¼ABK
and they are found to be k1 ¼ ω2c and k2 ¼ 2ωc . Above, ωo and ωc
are referred to as observer and controller bandwidth respectively,
and are the tuning parameters of the ADRC design.
2.2. Modiﬁed ADRC design to accommodate time delay
The modiﬁcation to the regular ADRC design is straightforward
and intuitive. A time delay block is added, as shown in Fig. 1, to
delay the control signal before it goes into the extended state
observer. Since the system output is already delayed due to the
system dynamic, this will synchronize the signals that go into the
observer and allow it to provide meaningful estimations of the
delayed system states and delayed disturbances.
Remark: This synchronization only removes the time delay
from the observer loop, unlike in the Smith predictor where the
time delay is removed from the main loop. Hence the closed-loop
bandwidth of the modiﬁed design is still limited. To improve the
tracking performance, however, the feedforward control can be
used as an alternative, as it has been shown to be effective in [28].
Compare to the regular ADRC design described in Section 2.1,
the proposed ADRC can be implemented by replacing Eq. (4) with
the following.
_^xðtÞ ¼Ax^ðtÞþ b^BuðtτÞþL x1ðtÞ x^1ðtÞ
  ð6Þ
Though the modiﬁcation is simple, it enhances the regular
ADRC design by increasing achievable observer bandwidth, which
is the key for an accurate estimation of the total disturbance. With
appropriate tuning, the proposed method also provides a uniﬁed
solution to a variety of time-delay systems (with stable, critical
stable, or unstable poles), as will be demonstrated in Section 3.
Fig. 1. Modiﬁed ADRC for time-delay systems.
2.3. Tuning rules
In practice, the observer bandwidth and the controller band-
width are selected based on following considerations: (1) the
controller bandwidth should be high enough to meet the design
speciﬁcations; (2) the observer bandwidth should be two to ten
times higher than the controller bandwidth; and (3) the observer
bandwidth should also be ﬁve to ten times less than the sampling
rate. Normally the higher the bandwidth, the better the perfor-
mance; the cost is that the system is more susceptible to noise and
has less robustness.
Speciﬁcally for time-delay systems, the controller bandwidth
can be set to 1=τ initially as indicated by [2] and adjusted further. If
perfect synchronization is achieved, i.e. the time delay added
matches exactly the time delay in the real system, the observer
bandwidth is only limited by the sampling rate and the acceptable
noise level. Therefore it can be set as high as possible, which is
especially desired for unstable time-delay system. Since higher
observer bandwidth generally gives better states and disturbance
estimations. In the case that the information about the time delay
is not exactly known, properly lowering the observer bandwidth
will ensure the stability, at the cost of poor disturbance rejection.
3. Simulation and experimental results
The following FOPTD and SOPTD systems have been widely
studied [1,29] and will be used to test the proposed method in this
section.
GFOPTDðsÞ ¼
b
sþae
 τs ð7Þ
GSOPTDðsÞ ¼
b
s2þa1sþa0
e τs ð8Þ
In most cases a40, a140 and a040, i.e. all the poles are
stable. With a¼ 0and a0 ¼ 0, system (7) and (8) become integral
processes with time delay, which has caught much attention in the
literatures. Furthermore ao0, and a1o0 or a0o0, are the
unstable cases, which make the problem even more challenging.
3.1. Simulation results
Example 1. The fuel dynamics of a boiler turbine unit is modeled
as a FOPTD system in [30] with the following transfer function,
GfuelðsÞ ¼
YðsÞ
UðsÞ ¼
6:31
145sþ1e
60s ¼ 4:35 10
2
sþ6:90 103
e60s ð9Þ
where the input is the fuel rate fed into the furnace and the output
is the power generated by burning the fuel.
Three different ADRC designs are compared. The ﬁrst one is a
standard ﬁrst order ADRC by ignoring the time delay; the second
design is a standard second order ADRC approximating the time
delay with a ﬁrst order dynamic; the last is the modiﬁed ADRC.
The parameters of the three ADRC designs are chosen as for the
regular ﬁrst order ADRC, b^¼ 4:35 102, ωc ¼ 0:015 rad/s and
ωo ¼ 0:015 rad/s; for the regular second order ADRC, b^¼ 2:18
103, ωc ¼ 0:02 rad/s and ωo ¼ 0:04 rad/s; for the modiﬁed ﬁrst
ADRC, b^¼ 4:35 102, ωc ¼ 0:015 rad/s and ωo ¼ 0:15 rad/s. An
external disturbance with a magnitude of 3 t/h is added at 25 min.
The simulation results are shown in Fig. 2.
As can be seen from results, the modiﬁed ADRC provides the
best disturbance rejection (with lowest maximum error and short-
est settling time) among the three, owing to the higher observer
bandwidth achieved by the synchronization modiﬁcation. This
demonstrates the advantages of the modiﬁed ADRC over the
standard ADRC for time-delay systems.
Example 2. In this example, the ability of the proposed ADRC
to deal with different types of time-delay systems is tested. The
systems studied are all in the same form of Eq. (7) with parameters
τ¼ 5, b¼ 1 and a¼ 0:05; 0 and 0:05 respectively. The design
parameter b^¼ b¼ 1 is the same for all three cases, and the tuning
parameters are chosen as: for a¼ 0:05, ωc ¼ 0:14 rad/s and ωo ¼
1:4 rad/s; for a¼ 0, ωc ¼ 0:09 rad/s and ωo ¼ 0:9 rad/s; for a¼
0:05, ωc ¼ 0:06 rad/s and ωo ¼ 1:8 rad/s. An external disturbance
with a magnitude of 0.1 is added at 70 s. The simulation results are
shown in Fig. 3.
It is demonstrated in this example that the same ADRC design
works for time-delay systems with stable, critical stable and
unstable poles, providing a uniﬁed solution. Notice that, for the
a¼ 0 case, similar performance as given in [5] is achieved, but the
proposed controller is easier to tune. Basically only one tuning
parameter needs to be adjusted, whereas in [5], there are three
parameters for the ﬁlter and one for the controller, all need to be
tuned.
Example 3. This example is intended to demonstrate that ADRC
works not only for linear time invariant (LTI) systems but also for
nonlinear, time-varying systems, with unknown dynamics. Con-
sider the following system.
€yðtÞþyðtÞ_yðtÞþ0:02 sin ð0:6tÞyðtÞ ¼ uðt0:5Þ ð10Þ
A modiﬁed second order ADRC is designed for system (10) with
the following parameters: b^¼ 1, ωc ¼ 1 rad/s and ωo ¼ 10 rad/s, in
the absence of any knowledge of the model other than its order
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Fig. 2. Simulation results of three ADRC designs for the FOPTD system.
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Fig. 3. Simulation results of ADRC accommodating different system dynamics.
and an estimation of b. An external disturbance with a magnitude
of 1 is added at 30 s. The simulation results are shown in Fig. 4.
The system settles and recovers from disturbance in 5 s. The
slight ripples in the response are caused by the time-varying effect
of the system. Note that the modiﬁed ADRC can deal with system
uncertainties even for time-delay systems.
3.2. Experimental results
The distillation column benchmark problem [31] is studied
here. The system has two inputs and two outputs, and the system
dynamics is represented by the following transfer function matrix.
Y1 sð Þ
Y2 sð Þ
" #
¼
P11 sð Þ P12 sð Þ
P21 sð Þ P22 sð Þ
" #
U1 sð Þ
U2 sð Þ
" #
ð11Þ
where P11ðsÞ ¼ 12:8e1s=16:7sþ1, P12ðsÞ ¼ 18:9e3s=21:0sþ1,
P21ðsÞ ¼ 6:6e7s=10:9sþ1 and P22ðsÞ ¼ 19:4e3s=14:4sþ1. Then
it is modeled in MATLAB SIMULINK as shown in Fig. 5, and running
in real-time workshop to simulate the simpliﬁed dynamics of a
distillation column. The virtual distillation column interacts with
the outside through a multi-function analog and digital I/O card
(PCI-DAS1602-16) from Measurement Computing Corporation.
According to the disturbance decoupling control proposed in [17],
two modiﬁed ﬁrst order ADRC are designed to control P11ðsÞ and
P22ðsÞ respectively. The control algorithm is coded and compiled in
OpenPCS, an IEC (International Electrotechnical Commission) 61131-3
compatible PLC (Programmable Logic Controller) programming
environment as shown in Fig. 6, and then downloaded to and
executed on the UPAC (Universal Programmable Automation Con-
troller) platform as shown in Fig. 7, a product from UniControl Inc.,
which interfaces with the virtual distillation column.
The test is done with the following parameters: b^1 ¼ 0:766,
ωc1 ¼ 0:08 rad/s, ωo1 ¼ 0:8 rad/s, b^2 ¼ 1:347, ωc2 ¼ 0:1 rad/s and
ωo2 ¼ 1 rad/s. The set-points for loop 1 and loop 2 are 96% and 0.5%
respectively. At 0 s an external disturbance with a magnitude of
0.2 lb/min is added to loop 1, and another external disturbance
with the same magnitude is added to loop 2 at 100 s. The dynamics
of the distillation column is simulated at a rate of 100 Hz, and the
controller runs at a rate of 10 Hz. The test results are shown in
Figs. 8 and 9.
The ﬁgures show that the simulation and test results match
well, and the disturbances are well rejected. In this experiment,
the implementation of the proposed method on an industrial
platform is demonstrated. Also its ability to deal with multi-input–
multi-output (MIMO) system with time delay, which is very
common in real industrial applications, is veriﬁed. The tuning for
such systems needs more consideration of the trade-off between
the performances of each loop.
4. Stability analysis
The stability analysis of the proposed design for LTI time-delay
systems is carried out by the following method presented in Ref. [32]
by means of linear matrix inequality (LMI). Applying the modiﬁed
ADRC design, the overall closed-loop system can be written as
_xðtÞ ¼ AxðtÞþAdxðtτÞ; t40
xðtÞ ¼ ξðtÞ; tA ½τ;0 ð12Þ
where ξðtÞ is a vector-valued continuous function of time and τ is the
constant time delay. For the FOPTD system (7) there are
x¼
y
y^
f^
2
64
3
75; A¼
a k1b=b^ b=b^
0  l1 1
0  l2 0
2
64
3
75 and Ad ¼
0 0 0
l1 k1 1
l2 0 0
2
64
3
75
and for the SOPTD system (8) there are
x¼
y
_y
y^
_^y
f^
2
66666664
3
77777775
; A¼
0 1 0 0 0
a0 a1 k1b=b^ k2b=b^ b=b^
0 0  l1 1 0
0 0  l2 0 1
0 0  l3 0 0
2
6666664
3
7777775
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Fig. 4. Simulation results of nonlinear, time-varying system with time delay.
Fig. 5. SIMULINK model of the distillation column.
Ad ¼
0 0 0 0 0
0 0 0 0 0
l1 0 0 0 0
l2 0 k1 k2 1
l3 0 0 0 0
2
6666664
3
7777775
The following lemmas will be used for the analysis.
Lemma 1. (Jensen's inequality) [33]: For any constant matrix S40,
scalars t24t1, vector function x : ½t1; t2-Rm such that the integra-
tions in the following are well deﬁned, then ðt2t1Þ
R t2
t1
xðtÞT
SxðtÞdtZ R t2t1 xðtÞdt
h iT
S
R t2
t1
xðtÞdt
h i
.
Lemma 2. (Finsler's Lemma) [32]: Let xARn, P¼ PTARnn and
HARmn such that rankðHÞ ¼ ron. The following are equivalent:
1. xTPxo0; 8Hx¼ 0; xa0;
2. (XARnm such that PþXHþHTXTo0:
Lemma 3. (Schur complements) [34]: For any symmetric matrix
Ψ¼ A B
BT C
 
, where C40 and is invertible, then Ψ40 if and only if
ABC1BT40.
Theorem 1. System (12) is asymptotically stable, if there exist symmetric
matrices P40, Q40 and M40 such that the following LMI holds.
PAþATPþQM PAdþM τATM
ATdPþΜ QM τATdM
τMA τMAd M
2
64
3
75o0 ð13Þ
Proof. Choosing the following Lyapunov functional
VðxðtÞÞ ¼ xT ðtÞPxðtÞþ
Z t
t τ
xT ðsÞQxðsÞdsþτ
Z 0
 τ
Z t
tþ s
_xT ðsÞM _xðsÞdsds
ð14Þ
The time derivative of VðxðtÞÞ along the trajectory of system (12) is
calculated as
_VðxðtÞÞ ¼ 2xT ðtÞP _xðtÞþxT ðtÞQxðtÞxT ðtτÞQxðtτÞ
þτ2 _xT ðtÞM _xðtÞτ
Z t
t τ
_xT ðsÞM _xðsÞds ð15Þ
From Lemma 1, the following is true.
τ
Z t
t τ
_xT ðsÞM _xðsÞdsr ~xT ðtÞM ~xðtÞ ð16Þ
where ~xðtÞ ¼ xðtÞxðtτÞ. Then
_VðxðtÞÞrϕT ðtÞΛϕðtÞ ð17Þ
where ϕðtÞ ¼ _xT ðtÞ; xT ðtÞ; xT ðtτÞ; ~xT ðtÞ
h iT
and
Λ¼
τ2M P 0 0
P Q 0 0
0 0 Q 0
0 0 0 M
2
6664
3
7775:
According to Eq. (12), there is AϕðtÞ  0, where
A¼ I A Ad 0
0 I I I
 
:
Fig. 6. OpenPCS programming environment.
Then the closed-loop system (12) is asymptotically stable if for
all AϕðtÞ ¼ 0, ϕT ðtÞΛϕðtÞo0.With
A
? ¼ A
T I 0 I
ATd 0 I I
" #T
;
which is orthogonal to A and AA
? ¼ 0, from Lemma 2, the
following holds.
ϕT ðtÞΛϕðtÞo03A?TΛA?o0 ð18Þ
A
?T
ΛA
? ¼ τ
2ATMAþPAþATPþQM τ2ATMAdþPAdþM
τ2Ad
TMAþATdPþM τ2ATdMAdQM
" #
o0
ð19Þ
By Lemma 3, Eq. (19) is equivalent to Eq. (13). Thus, a sufﬁciently
small ε40 can always be found such that _VðxðtÞÞoε‖xðtÞ‖2,
which ensures the asymptotic stability of system (12). Q.E.D.
Theorem 1 can be used as a guide for setting the controller
parameters initially, since it guarantees the system stability. By
ﬁxing the ratio between the observer bandwidth and the con-
troller bandwidth, a maximum controller bandwidth can then be
found by solving the feasibility problem of Eq. (13). Since Eq. (13)
is only a sufﬁcient condition for stability, the solution may be
conservative. Hence the controller bandwidth can be increased
gradually until a satisfactory performance is achieved. For exam-
ple, the ratio between the observer bandwidth and the controller
bandwidth is chosen to be ten in Example 1, and the maximum
controller bandwidth is found to be 0.004, which is relatively close
to the value 0.015 as used in the example.
5. Conclusions
In this paper, a modiﬁed ADRC design is proposed to control
time-delay systems. It has been shown by the simulation that the
synchronization modiﬁcation effectively increases the achievable
observer bandwidth of the ESO, which in turn improves the
disturbance rejection performance over the regular ADRC design.
Owing to the ability of ADRC to deal with internal uncertainties,
the proposed design also turns out to be a uniﬁed solution for
time-delay systems with stable, critical stable and unstable poles.
The implementation of the proposed design on an industrial
platform is done to demonstrate its practicality. The stability
analysis of ADRC applied to time-delay systems is also done for
the ﬁrst time.
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